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1 of 2as shown3 (three) units11592 Hingham Harbor Walk 4224 KVO NPS TRAD-AL
Aluminum construction
exterior grade powder coat finish
color: Cardinal T241-BK59 Black Fine Texture 
Semi-Gloss

BChris Howell 06/12/19SV
4 Maxwell Ct.

Santa Rosa,  CA 95401

T 707 573 6868

F 707 573 6888

kvoindustr ies.com
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SECTION "B" VIEW
scale: 1 : 2
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Outer Frame

.125" aluminum backing pan 2" x 3" x .125" wall
aluminum “arms” with
black plastic caps on
both sides

frame attaches to posts with 6@ 18-8 Stainless Steel
Socket Head Cap Screws, 1/4"-20 Thread, 7/8" Length
McMaster Carr part# 92196A541
and
18-8 Stainless Steel Flat Washers, 
McMaster Carr part# 92141A029

removeable top U-Channel attaches with
6@ 18-8 Stainless Steel Tamper-Resistant
Flat Head Machine Screws, Drilled Spanner,
1/4"-20 Thread, 1/2" Long, Undercut Head
McMaster Carr part# 94063A537 

SECTION "A" VIEW
scale: 3” = 1’

A

removeable top L-Channel
(attaches with 1/4-20 x 1/2”

Phillips head screws - supplied)

2" x 4" x .125" wall
aluminum legs

“arms” welded to legs
and ground smooth on
outer edge of both legs

U-Channel brackets
(for additional support)

inner pan attaches to outer frame with
18-8 Stainless Steel Tamper-Resistant
Flat Head Machine Screws, Drilled Spanner,
1/4"-20 Thread, 1/2" Long, Undercut Head
McMaster Carr part# 94063A537 
note: screws on left and right sides are
hidden by the legs - top and bottom 
screws are visible 

.125" aluminum
backing pan

graphic panel slides into channel
(remove top channel first, insert
graphic panel, then replace top
angle and attach with supplied

1/4-20 x 1/2” security screws)

frame attaches to posts with 6@ 
18-8 SS Socket Head Cap Screws,

1/4"-20 Thread, 7/8" Length
McMaster Carr part# 92196A541

and
18-8 Stainless Steel Flat Washers, 
McMaster Carr part# 92141A029

2” x 3” x .125” aluminum “arm”

3/16” diameter
weep holes

cap (black plastic) on top
and bottom of “arms”
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